
OPTIONAL CHIP LEVEL UNIQUE ID 
FOR END POINT DEVICE CONTROL LISTING

PHYSICAL WRITE-PROTECT SWITCH

SUPERSPEED USB 3.0

PROTECTED SECURE FIRMWARE
DIGITALLY SIGNED, RSA-2048 Bit*

AVAILABLE IN 512GB CAPACITY

HIGH STRENGTH  
ALUMINUM HOUSING

CUSTOM ENGRAVING AVAILABLE

TAA COMPLIANCE

WINDOWS COMPATIBLE

MAC COMPATIBLE

LINUX COMPATIBLE

SNAP-ON-BACK CAP

READ SPEEDS** Up to 300 MB/sec Up to 400 MB/sec Up to 120 MB/sec

WRITE SPEEDS** Up to 250 MB/sec Up to 300 MB/sec Up to 50 MB/sec

LED ACTIVITY INDICATOR LIGHT

Kanguru 
FlashBlu30™  

Kanguru 
FlashTrust™  

Kanguru SS3™  
Features

Quick Comparison of 
Kanguru USB 3.0  
Flash Drives

* Immune to “badUSB”  threats or firmware tampering.
** �Read and Write speeds can depend upon capacity, size, type, and number of 

files being transferred, type of OS, and the computer’s hardware configuration.
Kanguru Solutions
sales@kanguru.com 
1-888-KANGURU
1-888-526-4878
www.kanguru.com

FOR MORE INFORMATION,  
PLEASE CONTACT:

Which USB Flash Drive is Best for You?
Compare Kanguru USB Flash Drive Options
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https://www.kanguru.com/?utm_source=SIS-CMP-STANDARD-USB&utm_medium=CMP-STANDARD-USB-KLOGO&utm_term=CMP-STANDARD-USB-KLOGO&utm_content=CMP-STANDARD-USB-KLOGO&utm_campaign=STANDARD-USB-SIS
https://www.kanguru.com/storage-accessories/kanguru-flashtrust-secure-firmware.shtml?utm_source=SIS-CMP-STANDARD-USB&utm_medium=CMP-STANDARD-USB-WP-KFT3&utm_term=CMP-STANDARD-USB-WP-KFT3&utm_content=CMP-STANDARD-USB-WP-KFT3&utm_campaign=STANDARD-USB-SIS
https://www.kanguru.com/storage-accessories/kanguru-ss3.shtml?utm_source=SIS-CMP-STANDARD-USB&utm_medium=CMP-STANDARD-USB-KF3WP&utm_term=CMP-STANDARD-USB-KF3WP&utm_content=CMP-STANDARD-USB-KF3WP&utm_campaign=STANDARD-USB-SIS
https://www.kanguru.com/storage-accessories/flashblu30-usb-flash-drive-with-physical-write-protect-switch.shtml?utm_source=SIS-CMP-STANDARD-USB&utm_medium=CMP-STANDARD-USB-ALK-FB30&utm_term=CMP-STANDARD-USB-ALK-FB30&utm_content=CMP-STANDARD-USB-ALK-FB30&utm_campaign=STANDARD-USB-SIS

